
www.finderdefender.com

F�re & Gas Alarm System               CCTV System                PAVA System                Emergency L�ght�ng System               Access Control System               Integrat�on System               Reasure

FF Beta XT01
Ext�ngu�sh�ng Control Panel 

FEATURES

2 detection zones and 1 extinguishing zone
Compatible with clean agent, aerosol and similar fire
     suppression systems
Programmable release and sounder delays
Manual release and abort inputs with integrated abort 
     call point
Integrated extinguishing abort control on the panel front
LED status indicators for pre-discharge, discharge and abort
Alarm and fault relay outputs
Access code protected operation
Compliant with EN 12094-1, EN 54-2 and EN 54-4

TECHNICAL SPECIFICATIONS

230V AC 
50H
24V DC 
30V DC 2A NC/NO
30V DC 2A NC/NO
24V DC / 320 mA 
24V DC / 320 mA 
339 × 332 × 90 mm

Operat�ng Voltage
Operat�ng Frequency
Zone Voltage
Alarm Relay
Fault Relay
S�ren Output
Aux Output
D�mens�ons

EN54-4EN54-2 EN 12094-1

FF Beta XT01 – Ext�ngu�sh�ng Control Panel (2 Detect�on Zones / 1 Ext�ngu�sh�ng Zone)
FF Beta XT02 – Ext�ngu�sh�ng Control Panel (4 Detect�on Zones / 2 Ext�ngu�sh�ng Zone)
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