
FF EF102
Electronic Beacon

EN54-23

FEATURES

Low current consumption
Aesthetic design suitable for any location
Tamper protection with lockable base
Indoor and outdoor use with two base options
Maximum performance with high power LED, specially

designed lens and powerful microprocessor
Red or white body and LED option
0.5Hz or 1Hz option
12-24V DC option, compatible with security systems
Fire resistant housing

TECHNICAL SPECIFICATIONS

Operating Voltage
Alarm Current @24V DC 0.5Hz
Alarm Current @24V DC 1Hz
Beacon:
Flash Rate
Flash Colour
Environmental:
Humidity
Temperature
Casing
IP Rating

24V DC
<20mA
<40mA

0.5Hz and 1Hz
Red

5% ~ 95%
-10°C ~ +55°C
ABS
IP43 or IP65
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Fire & Gas Alarm System               CCTV System                PAVA System                Emergency Lighting System               Access Control System               Integration System               Reasure
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ORDER DETAILS

FF EF102-A — Electronic Beacon, shallow base, indoor
FF EF102-AB — Electronic Beacon, shallow base, indoor, white
FF EF102-B — Electronic Beacon, deep base, outdoor IP65
FF EF102-BB — Electronic Beacon, deep base, outdoor IP65, white


